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Mine Safety and Health Admin., Labor § 56.13015

§ 56.12065 Short circuit and lightning
protection.

Powerlines, including trolley wires,
and telephone circuits shall be pro-
tected against short circuits and light-
ning.

§ 56.12066 Guarding trolley wires and
bare powerlines.

Where metallic tools or equipment
can come in contact with trolley wires
or bare powerlines, the lines shall be
guarded or deenergized.

§ 56.12067 Installation of transformers.

Transformers shall be totally en-
closed, or shall be placed at least 8 feet
above the ground, or installed in a
transformer house, or surrounded by a
substantial fence at least 6 feet high
and at least 3 feet from any energized
parts, casings, or wiring.

§ 56.12068 Locking transformer enclo-
sures.

Transformer enclosures shall be kept
locked against unauthorized entry.

§ 56.12069 Lightning protection for
telephone wires and ungrounded
conductors.

Each ungrounded power conductor or
telephone wire that leads underground
and is directly exposed to lightning
shall be equipped with suitable light-
ning arrestors of approved type within
100 feet of the point where the circuit
enters the mine. Lightning arrestors
shall be connected to a low resistance
grounding medium on the surface and
shall be separated from neutral
grounds by a distance of not less than
25 feet.

§ 56.12071 Movement or operation of
equipment near high-voltage power
lines.

When equipment must be moved or
operated near energized high-voltage
powerlines (other than trolley lines)
and the clearance is less than 10 feet,
the lines shall be deenergized or other
precautionary measures shall be taken.

Subpart L—Compressed Air and
Boilers

§ 56.13001 General requirements for
boilers and pressure vessels.

All boilers and pressure vessels shall
be constructed, installed, and main-
tained in accordance with the stand-
ards and specifications of the American
Society of Mechanical Engineers Boiler
and Pressure Vessel Code.

§ 56.13010 Reciprocating-type air com-
pressors.

(a) Reciprocating-type air compres-
sors rated over 10 horsepower shall be
equipped with automatic temperature-
actuated shutoff mechanisms which
shall be set or adjusted to the com-
pressor when the normal operating
temperature is exceeded by more than
25 percent.

(b) However, this standard does not
apply to reciprocating-type air com-
pressors rated over 10 horsepower if
equipped with fusible plugs that were
installed in the compressor discharge
lines before November 15, 1979, and de-
signed to melt at temperatures at least
50 degrees below the flash point of the
compressors’ lubricating oil.

§ 56.13011 Air receiver tanks.
Air receiver tanks shall be equipped

with one or more automatic pressure-
relief valves. The total relieving capac-
ity of the relief valves shall prevent
pressure from exceeding the maximum
allowable working pressure in a re-
ceiver tank by not more than 10 per-
cent. Air receiver tanks also shall be
equipped with indicating pressure
gauges which accurately measure the
pressure within the air receiver tanks.

§ 56.13012 Compressor air intakes.
Compressor air intakes shall be in-

stalled to ensure that only clean,
uncontaminated air enters the com-
pressors.

§ 56.13015 Inspection of compressed-
air receivers and other unfired
pressure vessels.

(a) Compressed-air receivers and
other unfired pressure vessels shall be
inspected by inspectors holding a valid
National Board Commission and in ac-
cordance with the applicable chapters
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